EUM-2207 KV1750

OcHoBHi XapakTepmncTukun [IBUryHa
Motor Basic Parameters

Mopens

Product EUM-2207

Po3mipw [lBuryHa (Mm)

Motor Size (mm) ®27.5xH17.8mm

Knac I3onsauii Npoeo
1 IPOROAY 200°C

Enameled wire

MoHTaXHi po3mipn ABUryHa

Motor mounting dimensions

4xM3@D16mm

TexHiuHi MNapameTpun ABUryHa

Motor Technical Parameters

Mazun - NMonwocK

Slot - Pole 12N14P
MarHiT .
Magnet 150°C

BunpobyBaHHA Ha enekTpryHy
MiUHIcTE 500 B
500V withstand voltage test

EnekTpryHa MiyHicTe 1300801
Isolation test

MoHTaxHWI giameTp nponenepa M5
Props mounting dimension

« 1750KV
CTpym xonocrtoro xoay npu 15V
No-load current @ 15V <1.37A
MakcKmaneHa Tara (r)
Maximum thrust (g) 662.19¢g
Po3mip npoBoay (AWG) S0
Wire size (AWG)
banaHcyBaHHA

<20mg

Dynamic balance

OcHOBHI po3mipn

Dimensions diagram

batapes 45-LiPo
Battery
EnekTpun4yHmia onip
Resistance 59.39mQ+3%
MakcmmaneHa NOTYXHICTb

191.29W

Max power

AoBxuHa npoBojay

Customizable
Wire length

Bara (Bkn. npoeia)

Weight (with wire) 34.3g
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EUM-2207 KV1750

CxemaTW4Ha giarpama nigKn4YeHHsA
Schematic diagram of the wiring
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MapameTpwu NPOoAYKTUBHOCTI Nig HaBaHTaXX€HHAM
Load Performance Parameters

System System Thrust

Propeller Voltage Throttle (%) Voltage (V) Current (A) Thrust(g) Input Efficiency
Power (W) (g/W)
20% 16.0 0.26 10.13 3.92 2.58
30% 16.0 0.73 45,85 10.87 4.22
40% 16.0 1.56 106.02 23.02 4.61
50% 16.0 2.70 172.40 39.63 4.35
5x4.5" 16 V (4S LiPo) 60% 16.0 4.28 264.39 62.49 4.23
70% 16.0 6.13 360.05 88.58 4.06
80% 16.0 8.7 464.97 123.96 3.75
90% 16.0 11.92 586.35 166.27 3.53
100% 16.0 13.88 662.19 191.29 3.46

HaBeaeHi gaHi oTpKMaHi ApocentoBaHHAM Npu Temnepatypi 25°C,
The data provided above was obtained by throttling control at 25°C,



