EUM-2808 KV1100

OcHOBHiI XapakTepucTUKU [ABUryHa
Motor Basic Parameters

Mopaene

Product EUM-2808

Po3mipwn AsuryHa (Mm)

Motor Size (mm) ®33.4xH24.7mm

Knac I3onsauii lNposo
Enameled wire

MoHTaXxHi po3mipwn gBUryHa
Motor mounting dimensions

4xM3@D19mm

TexHiuHi MapameTpu AABUryHa

Motor Technical Parameters

MNaszun - NMonocK

Slot - Pole 12N14P
MarHiT .
Magnet 150°C

BrnpobyBaHHA Ha enekTpuYHy
MiLHIcTE 500 B
500V withstand voltage test

EnekTpruHa MiyHicTb 130nauil
Isolation test

MoHTaxHWI giameTp nponenepa
Props mounting dimension

* 1100KV
CTpym xonoctoro xogy npu 25.2V

No-load current @ 25.2V <3.28A
MakcnmaneHa Tara (r)

Maximum thrust (g) 2328g
Po3mip nposoay (AWG) 184
Wire size (AWG)

banaHcyBaHHA <20mg

Dynamic balance

OCHOBHI po3Mipw

Dimensions diagram

batapes 65-LiPo
Battery

EnekTpnyHuia onip

Resistance 58.88mQ+3%
MakcrmansHa NOTYXHICTb

Max power 969W

[oBxnHa NnpoBoay

Customizable
Wire length

Bara (Bkn. npoB.ia)

Weight (with wire) 65.58

24.7

$33.4




EUM-2808 KV1100

CxemaTuyHa giarpama nigKnoYeHHsA
Schematic diagram of the wiring
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MapameTpu NpPoAYyKTUBHOCTI NiJ HABAHTaXKEHHAM
Load Performance Parameters

Propeller Throttle (%) Voltage (V) Current (A) Speed (RPM) Thrust (g) Power (W) Efficiency (g/W)

30% 24.96 3.5 9777 414 87.4 4.7

40% 24.93 5.6 11660 579 139.6 4.1

50% 24.91 7.8 13229 761 194.3 3.9

60% 24.85 11.85 15397 1036 294.5 3.5
F27040-3R 70% 2473 17.77 17546 1383 439.5 3.1

80% 24.58 25.19 19492 1734 619.2 2.8

90% 24.42 34.13 21146 2100 833.5 2.5

100% 24.31 39.86 21963 2328 969.0 24

HaBegeHi gaHi OTpUMaHIi gpocentoBaHHAM nNpu Temnepatypi 25°C.
The data provided above was obtained by throttling control at 25°C.



